
INSERT LAMP ON BRACKETS WITH RING

BRACKET SUPPORT RING LAMP

CLOSET
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This product must be installed in accordance with the applicable installation code by a person familiar
with the construction and operation of the product and the hazards involved.
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INSTALL CEILING ANCHOR

MAXIMUM 20"
BETWEEN RINGS

p.1/2

1 X #8 FLATHEAD
HARDWARE NOT INCLUDED!

2 X #8 FLATHEAD
HARDWARE NOT INCLUDED

!

5/8"

INSTALL BRACKET ADJUST END-CAP

POWER SUPPLY INSTALLATION

INSTALL END CAP

2" 3-1/4" 3"

2-3/8"

9-7/16"

CONNECT USING WIRE NUTS :   GROUND - GREEN WIRES
      LIVE  - BLACK WIRES
      NEUTRAL - WHITE WIRES

1 X #8 FLATHEAD AND 2 X 6-32
HARDWARE NOT INCLUDED

4" X 2" JUNCTION BOX NOT INCLUDED

!

RIGHT
(DEFAULT ASSEMBLY)

LEFT

CLOSET INTEGRAL
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This product must be installed in accordance with the applicable installation code by a person familiar
with the construction and operation of the product and the hazards involved.
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CONNECT POWER SUPPLY

INSERT AND ADJUST  CABLE

SECURE COVER

SECURE LAMP

FINAL VIEW

Maximum load is
25 lbs / ft

Do not exceed

INSERT LAMP THROUGH END CAP COVER AND SUPPORT RING AND PLACE ON BRACKETS

BRACKET SUPPORT RING END CAP COVER LAMP

p.2/2

CLOSET INTEGRAL
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