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Specifications

RGB

Categories Specifications 1 ft. (12”) 2 ft. (24”) 3 ft. (36”) 4 ft. (48”) 8 ft. (96”)

Output

Electrical

Physical

Certification

Dimensions (Heigth x Depth x Lenght)
Inches
Custom lenght on request

Weight

Feeding Options

Certification

Environnement

Lumens* Clear lens

Frosted lens

Lumen Maintenance

Efficacy

Power Consumption

Input Voltage

Color Range 16,7 million colors, additive RGB

Housing 0 - 90° adjustable aluminum extrusion, Metallic Silver Semi-Gloss finish

Single feed or feed through option, power & data cable #18-5

Lens

Fixture’s Connectors

Mounting

Clear or Frosted lens

Breakable under load quick connectors

Adjustable mounting clips included

UL / cUL / CE / ROHS

Dry - indoor applications only

Operating Temperatures -25° C to 50° C

60 lm

52.2 lm

Clear lens

Frosted lens

13.3 lm/W

120 lm

104.4 lm

180 lm

156.6 lm

240 lm

208.8 lm

480 lm

417.6 lm

L70 @ 25°C - 80 000 hrs (at full output)

11.6 lm/W

4.5 W 9 W 13.5 W 18 W 36 W

21/4” x 21/2” x 121/16” 21/4” x 21/2” x 24” 21/4” x 21/2” x 35 7/8” 21/4” x 21/2” x 47 5/8” 21/4” x 21/2” x 95”

0,72 kg / 1.59 lbs 1,45 kg / 3,19 lbs 2.16 kg / 4.77 lbs 2.57 kg / 5.68 lbs 5.76 kg / 12.72 lbs

120 V to 277 V

Control Control Protocol DMX 512

* Lumen measurements comply with LM - 79 - 08 standard.

Lumenpulse reserves the right to make changes to this product at any time without prior notice
and such modification shall be effective immediately.
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Dimensions
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Adjustable Pivot

Feeding Options

0°

90°

SF - Single feed FT - Feed Through
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Housing Voltage Length Colors and Color
Temperatures Lens Feeding

LCS

LCS

SF - (single feed)

FT - (feed through)FR - (frosted)

CL - (clear)

96

12

24

48

36

277

240

208

120

Finish

MS - Metallic Silver

MS

How to order

Finish

MS - Metallic
Silver Semi-Gloss
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RGB

Ordering Information

Photometric data based on test results from an independent NIST traceable testing lab.
IES data is available at www.lumenpulse.com/en/downloads.html Photometrics

Color

RGB
(tri color LED)

lumencove™

0o-180o

90o-270o

Illuminance at Distance
0 22.5 45 67.5 90

0 113.2 113.2 113.2 113.2 113.2

110.9 110.8 111.5 112.3 113

99.1 100.9 103.8 108.6 110.7

78.1 81.3 89.3 99.4 106.1

60.4 60.6 67.4 85.5 97.9

43.7 44.5 49.5 63.8 86.1

33.5 31.5 32.7 39.3

22.1

69.2

44.1

15

1 0.9 1.4 0.8

6.12 6.5 7.9

22.2 23.6 18.8

8

0.9

0 0 0 0 0

5

15

25

35

45

55

65

75

85

90

Polar Candela DistributionLumencove RGB 4’

clear lens
full white

Lamping 18 W

Lumens 240

Efficacy 13.3 lm/W

Candela Table
Center Beam fc Beam Width

10.6 ft (3.2 m) 
1 fc @ nadir maximum distance 

1.0 ft

2.5 ft

5.0 ft

10.0 ft

20.0 ft

30.0 ft

114 fc

18.2 fc

4.5 fc

1.13 fc

0.28 fc

0.13 fc

1 ft

2.4 ft

4.8 ft

9.9 ft

19.7 ft

28.4 ft

1.3 ft

3.3 ft

6.7 ft

13.7 ft

27.3 ft

39.5 ft

24cd

0cd

48cd

72cd

96cd

120cd
0o 15o 30o

 45o

 60o

 75o

 90o

0o-180o 90o-270o

RGB
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Mounting Instructions
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Wiring Diagram

Item Ordering Code Descriptions

iCBox 2

iCBox 1

iCBox 3

lumentouch

lumenID

Jumper Cables RGB

Leader Cables RGB

lumencue

Lumentouch is a wall mount DMX 512 controller keypad. 

Indoor DMX 512 signal booster box, 1 power & data input, 1 power & data output.
Please specify desired input voltage and finish (SI - silver standard finish).

Indoor power & data box, 1 power input + 1 DMX 512 input, 1 power & DMX 512 output.
Please specify desired input voltage and finish (SI - silver standard finish).

Indoor power & data box, 1 power input + 1 DMX 512 input, 1 power & DMX 512 output + 1 DMX 512 output.
Please specify desired input voltage and finish (SI - silver standard finish).

Jumper Cable for Lumencove RGB. Please add desired cable length : 1, 2, 4 or 8 feet.

Leader Cable for Lumencove RGB. Please add desired cable length : 6, 8, or 10 feet.

Lumencue is a USB / mini SD DMX 512 controller. 

LumenID is a serializing and addressing DMX 512 controller. 

iCBOX1-___V-___

iCBOX2-___V-___

iCBOX3-___V-___

LTO

LCU

LID

LCSJCD_____

LCSLCD_____

Control Systems & Accessories*
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RGB

CBox3 - Connect voltage
wires & data wires
output data to next CBox

CBox2 - Connect voltage
wires & data wires

Leader cable RGB
#18-5

Jumper cable RGB
#18-5

Feed through option

Single feed option
end of run

Maximum run length for RGB applications where every
feet is individually addressable: 170’ feet of fixtures total. 

(End-to-end installation with standard 10ft RGB leader cable.

Maximum run length by 15A circuit @ 120V (several fixtures per zone) :
175’  feet of fixtures total. 

Leader cable RGB
#18-5

Jumper cable RGB
#18-5

Feed through option

Single feed option
end of run

*consult factory for specific applications.

120-277V

Data Input

120-277V

Lumentouch

Data Input

lumencove™

* Order separatly
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A global presence

A tool to quickly find...

info@lumenpulse.com

1751 Richardson, Suite 1300
Montreal (Quebec)
Canada  H3K 1G6

P  514.937.3003
F  514.937.6289

1.877.937.3003

Lumenpulse Head office

LUMENPULSE provides comprehensive customer service for projects worldwide. Please contact us at our head office at the 
address below. For North America, Lumenpulse is represented by a network of highly qualified agents across the continent. 
Close contact with our representatives, Regional Sales Managers and headquarters in Montreal ensures quick service for 
architects, lighting designers and lighting specifiers in every stage of your project.
Contact your local LUMENPULSE sales representative or visit the LUMENPULSE web site at www.lumenpulse.com/contact

The LUMENPULSE official website www.lumenpulse.com has distinctive sections in which it is possible to find information on 
products, projects in which we have participated, current updates, technical information, downloads, product specification and 
photometric data.
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