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WHITE & STATIC COLORS
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Specifications

WHITE & STATIC COLORS
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Categories

Output

Electrical

Physical

Certification

Specifications 1 ft. (12”) 2 ft. (24”) 3 ft. (36”) 4 ft. (48”) 8 ft. (96”)

Color Temperatures

Dimensions (Heigth x Depth x Lenght)
Inches
Custom lenght on request

Weight

Feeding Options

Certification

Environnement

3000° K Frosted Lens

4000° K Frosted Lens

Lumen Maintenance

Efficacy

Power Consumption

Input Voltage

3000° K / 4000° K

Housing 0 - 90° adjustable aluminum extrusion, Metallic Silver Semi-Gloss finish

Single feed or feed through option, power cable #16-3, #18-5 dimming

Lens

Fixture’s Connectors

Mounting

Clear or Frosted lens

Breakable under load quick connectors

Adjustable mounting clips included

UL / cUL / CE / ROHS

Dry - indoor applications only

Operating Temperatures -25° C to 50° C

203.2 lm

278.6 lm

406.5 lm

557.4 lm

609.7 lm

835.9 lm

794.4 lm

1089.1 lm

1625.8 lm

2229.2 lm

3000° K Clear Lens

4000° K Clear Lens

Frosted Lens

Clear Lens

233.6 lm

320.3 lm

467.3 lm

640.7 lm

700.9 lm

960.9 lm

934,4 lm

1281.4 lm

1868.8 lm

2562.4 lm

L70 @ 25°C - 80 000 hrs

3000° K - 46.7 lm/W 4000° K - 64 lm/W

3000° K - 39.7 lm/W 4000° K - 54.4 lm/W

5 W 10 W 15 W 20 W 40 W

21/4” x 21/2” x 121/16” 21/4” x 21/2” x 24” 21/4” x 21/2” x 35 7/8” 21/4” x 21/2” x 47 5/8” 21/4” x 21/2” x 95”

0.72 kg / 1.59 lbs 1,45 kg / 3,19 lbs 2.16 kg / 4.77 lbs 2.57 kg / 5.68 lbs 5.76 kg / 12.72 lbs

120 V to 277 V

Lumens*

Control Control Protocol 0 - 10 V dimming optional

* Lumen measurements comply with LM - 79 - 08 standard.

Lumenpulse reserves the right to make changes to this product at any time without prior notice
and such modification shall be effective immediately.
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Dimensions
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WHITE & STATIC COLORS

SF - Single feed FT - Feed Through

lumencove™
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Ordering Information

Housing Voltage Length Colors and Color
Temperatures Lens Feeding

LCS

LCS

SF - (single feed)

FT - (feed through)FR - (frosted)

CL - (clear)

96

12

24

48

36

RD (red)

GR (green)

BL (blue)

277

240

208

120

Finish

MS - Metallic Silver

MS

How to order

40K (4000° K)

30K (3000° K)
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WHITE & STATIC COLORS

Item Ordering Code Descriptions

Jumper Cables Jumper Cable for Lumencove. Please add desired cable length : 1, 2, 4 or 8 feet.

Jumper Cable for Lumencove dimming. Please add desired cable length : 1, 2, 4 or 8 feet.

Leader Cable for Lumencove. Please add desired cable length : 6, 8, or 10 feet.

Leader Cable for Lumencove dimming. Please add desired cable length : 6, 8, or 10 feet.Leader Cables
dimming

LCSJC_____

Jumper Cables
dimming LCSJCD_____

LCSLCD_____

Leader Cables LCSLC_____

Power & Data Cable Accessories*

* Order separatly

Available Colors and Color Temperatures

3000° K 4000° K Red Green Blue

lumencove™

Finish

MS - Metallic
Silver Semi-Gloss

Option

DIM - Dimming
       0 - 10 Volt



Photometric data based on test results from an independent NIST traceable testing lab.
IES data is available at www.lumenpulse.com/en/downloads.htmlPhotometrics

WHITE & STATIC COLORS

6

lumencove™

0o-180o

90o-270o

Illuminance at Distance
0 22.5 45 67.5 90

0 349 349 349 349 349

348 346 346 348 349

336 335 335 337 338

313 312 312 315 315

278 278 278 281 281

231 231 232 235 236

173 171 173 178

109

179

110

40

5 4 4 4

37 36 37

103 101 103

39

3

0 0 0 0 0

5

15

25

35

45

55

65

75

85

90

Polar Candela DistributionLumencove 4’

clear lens
3000K

Lamping 20 W

Lumens 934

Efficacy 46.7 lm/W

Candela Table
Center Beam fc Beam Width

18.7 ft (5.6 m) 
1 fc @ nadir maximum distance 

353 fc

56.1 fc

14 fc

3.50 fc

0.87 fc

0.39 fc

1.1 ft

3.1 ft

6.3 ft

12.7 ft

25.8 ft

38.1 ft

1.2 ft

3.2 ft

6.4 ft

12.8 ft

26 ft

39.2 ft

80cd

0cd

160cd

240cd

380cd

400cd
0o 15o 30o

 45o

 60o

 75o

 90o

0o-180o 90o-270o

1.0 ft

2.5 ft

5.0 ft

10.0 ft

20.0 ft

30.0 ft

Illuminance at Distance
0 22.5 45 67.5 90

0 472 472 472 472 472

470 470 468 470 468

456 454 454 456 452

424 424 426 426 424

382 380 380 382 382

320 320 320 322 322

240

142

50

240

140

50

242

146

52

246

150

154

248

154

156

6 6 6 6 4

0 0 0 0 0
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15

25

35

45

55

65

75

85

90

Polar Candela DistributionLumencove 4’

clear lens
4000K

Lamping 20 W

Lumens 1281

Efficacy 64 lm/W

Candela Table

100cd

0cd

200cd

300cd

400cd

500cd
0o 15o 30o

 45o

 60o

 75o

 90o

0o-180o 90o-270o

1.0 ft

0o-180o

90o-270o

Center Beam fc Beam Width

21.7 ft (6.6 m)
1 fc @ nadir maximum distance 

476 fc

75.7 fc

18.9 fc

4.72 fc

1.18 fc

0.52 fc

1.2 ft

3.2 ft

6.4 ft

12.8 ft

26 ft

38.7 ft

1.2 ft

3.2 ft

6.4 ft

12.8 ft

26 ft

38.9 ft

2.5 ft

5.0 ft

10.0 ft

20.0 ft

30.0 ft

0o-180o

90o-270o

Illuminance at Distance
0 22.5 45 67.5 90

0 296.8 296.8 296.8 296.8 296.8

295.7 294.7 294.7 297.6 297.4

285.5 284.7 285 287.1 287.6

266.3 265.5 265.5 267.7 267.9

236.9 236.2 236.2 238.8 239

197 196.3 197.1 200.2 200.7

147.3 145.6 147.2 151.8

92.9

152.4

93.4

34

4.2 3.9 3.9 3.4

31.7 31.1 32.1

88.2 86.3 88.2

33.6
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Polar Candela DistributionLumencove 4’

frosted lens
3000K

Lamping 20 W

Lumens 794

Efficacy 39.7 lm/W

Candela Table
Center Beam fc Beam Width

17.2 ft (5.2 m) 
1 fc @ nadir maximum distance 

300 fc

47.7 fc

11.9 fc

2.97 fc

0.74 fc

0.33 fc

1.1 ft

3.1 ft

6.3 ft

13.3ft

25.5 ft

39.1 ft

1.2 ft

3.2 ft

6.4 ft

13.4 ft

25.6 ft

39.4 ft

1.0 ft

2.5 ft

5.0 ft

10.0 ft

20.0 ft

30.0 ft

75cd

149cd

224cd

299cd

0cd

0o 20o 30o10o
40o

60o

70o

80o

50o

 90o

Illuminance at Distance
0 22.5 45 67.5 90

0 400.8 400.8 400.8 400.8 400.8

398.9 398.9 398.9 398.9 392.7

386.3 385.3 383.6 383.6 381.9

361.5 358.2 361.5 361.5 358.2

323.8 321.1 321.1 323.8 323.8

272.8 272.8 272.8 272 272

206.5

124.2

44.5

206.5

119

44.5

205.7

124.1

44.2

207.4

127.5

45.9

210.8

130.9

47.6

5.1 5.1 5.1 5.1 3.4

0 0 0 0 0
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Polar Candela DistributionLumencove 4’

frosted lens
4000K

Lamping 20 W

Lumens 1089

Efficacy 54.4 lm/W

Candela Table

1.0 ft

0o-180o

90o-270o

Center Beam fc Beam Width

20 ft (6 m) 
1 fc @ nadir maximum distance 

405 fc

64.3 fc

16.1 fc

4.01 fc

1.0 fc

0.45 fc

1.2 ft

3.2 ft

6.3 ft

12.9 ft

25.6 ft

38.1 ft

1.2 ft

3.2 ft

6.3 ft

12.9 ft

25.6 ft

38.1ft

2.5 ft

5.0 ft

10.0 ft

20.0 ft

30.0 ft

100cd

200cd

300cd

400cd

0cd

0o 20o 30o10o
40o

60o

 90o
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Mounting Instructions

WHITE & STATIC COLORS

Wiring Diagram

Typical Wiring Diagram

Junction box - connect
voltage wires

Leader cable 10ft
#16-3

Jumper cable 1ft
#16-3

Single feed option
end of run

Junction box - connect
voltage wires
& 0-10V wires

Leader cable dimming 10ft
#18-5

Jumper cable dimming 1ft
#18-5

Single feed option
end of run

Maximum run length for non dimming applications:
175’  feet of fixtures total by 15A circuit @ 120V.

(End-to-end installation with standard 10ft leader cable)

Maximum run length for dimming applications:
175’  feet of fixtures total by 15A circuit @ 120V.

(End-to-end installation with standard 10ft dimming leader cable)

Typical Wiring Diagram
0-10V Dimming

lumencove™

Ground green
Neutral white

Line (120-277V) black

0-10V - grey to brown
0-10V + purple to red 

Block terminal

Wire-nutsJunction box
(by others)

from 0-10V
dimmer

120-277V
to fixtures
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A global presence

A tool to quickly find...

info@lumenpulse.com

1751 Richardson, Suite 1300
Montreal (Quebec)
Canada  H3K 1G6

P  514.937.3003
F  514.937.6289

1.877.937.3003

Lumenpulse Head office

LUMENPULSE provides comprehensive customer service for projects worldwide. Please contact us at our head office at the 
address below. For North America, Lumenpulse is represented by a network of highly qualified agents across the continent. 
Close contact with our representatives, Regional Sales Managers and headquarters in Montreal ensures quick service for 
architects, lighting designers and lighting specifiers in every stage of your project.
Contact your local LUMENPULSE sales representative or visit the LUMENPULSE web site at www.lumenpulse.com/contact

The LUMENPULSE official website www.lumenpulse.com has distinctive sections in which it is possible to find information on 
products, projects in which we have participated, current updates, technical information, downloads, product specification and 
photometric data.
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www.lumenpulse.com

1751 Richardson
Suite 1300
Montreal (Quebec)
Canada  H3K 1G6

P  514.937.3003
1.877.937.3003

F  514.937.6289

Montreal Head office




