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RGB

Wiring Diagram

* Order separatly

Item Ordering Code Descriptions

CBox 2

CBox 1

CBox 3

lumentouch

lumenID

Jumper Cables RGB

Leader Cables RGB

lumencue

Leader cables for Lumenfacade RGB. Please specify length : 10, 20 or 40 feet

LOGJCD_____

LOGLCD_____

Sealing end cap Sealing end cap mandatory for any unused connectorSECD

Control Systems & accessories*

*consult factory for specific applications.

Jumper cable RGB
#16-5

Maximum run length by 15A circuit @ 120V for
RGB applications : 100’  feet of fixtures total. 

Addressable every foot.
(End-to-end installation with standard 10ft RGB leader cable) 

Leader cable RGB
#16-5

Jumper cable RGB
#16-5

Sealing
end cap

Jumper cable
end-to-end RGB

#16-5

Sealing
end cap

Leader cable RGB
#16-5

CBox3 - Connect voltage
wires & data wires - output
data to next CBox

CBox2 - Connect voltage
wires & data wires

120-277V input

Data input

120-277V Input

Lumentouch

Data Input

lumenfacade™

Lumentouch is a wall mount DMX 512 controller keypad 

DMX 512 signal booster box, 1 power & data input, 1 power & data output
Please specify desired input voltage and finish (SI - silver standard finish)

Power & data box, 1 power input + 1 DMX 512 input, 1 power & DMX 512 output
Please specify desired input voltage and finish (SI - silver standard finish)

Power & data box, 1 power input + 1 DMX 512 input, 1 power & DMX 512 output
+ 1 DMX 512 output. Please specify desired input voltage and finish (SI - silver standard finish)

Lumencue is a USB / mini SD DMX 512 controller 

LumenID is a serializing and addressing DMX 512 controller 

CBOX1-___V-___

CBOX2-___V-___

CBOX3-___V-___

LTO

LCU

LID

Jumper cables for Lumenfacade RGB. Please specify length : 1, 2, 4 or 8 feet
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A global presence

A tool to quickly find...

info@lumenpulse.com

1751 Richardson, Suite 1300
Montreal (Quebec)
Canada  H3K 1G6

P  514.937.3003
F  514.937.6289

1.877.937.3003

Lumenpulse Head office

LUMENPULSE provides comprehensive customer service for projects worldwide. Please contact us at our head office at the 
address below. For North America, Lumenpulse is represented by a network of highly qualified agents across the continent. 
Close contact with our representatives, Regional Sales Managers and headquarters in Montreal ensures quick service for 
architects, lighting designers and lighting specifiers in every stage of your project.
Contact your local LUMENPULSE sales representative or visit the LUMENPULSE web site at www.lumenpulse.com/contact

The LUMENPULSE official website www.lumenpulse.com has distinctive sections in which it is possible to find information on 
products, projects in which we have participated, current updates, technical information, downloads, product specification and 
photometric data.
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